IN THE CLAIMS 

This listing of the claim will replace all prior versions and listings of claim in 
the present application. 
Listing of Claims 

1. (currently amended)An information providing method on a 
communication network including a server for providing information service, a 
gateway apparatus and a mobile packet communication network accommodating a 
p l ura li ty of mobile t erminals terminal and including a service management node for 
managing visit location information of the mobile terminal in the mobile packet 
communication network, v ia a r a d i o ch a nn el a nd an I P ( I nt e rn e t Protocol) cor e 
n e twork to wh i ch a s e rv e r for prov i d i ng i nformat i on s e rv i c e i s conn e ct e d, sa i d mob ile 
p a ck e t commun i c a t i on n e twork and th e I P cor e n e twork b e ing conn o ct e d v i a a the 
gateway apparatus being capable of communicating with said mobile terminal, said 
server and said service management node , the method comprising the steps of: 

making a request to set management information from a- said service 
management node for manag i ng v i s i t loc a t i on i nform a t i on of e ach mobi le t e rm i na l i n 
sa i d mob i l e pack e t commun i cat i on n e twork to said gateway apparatus to s e t 
m a nag e m en t i n f o rmation for prov i ding i nformat i on s e rvic e to a mob ile t e rm inal, in an 
execution process of a procedure for accommodating the mobile terminal to said 
mobile packet communication network;-afvd 

registering management information including a service identifier of 
information service regarding said mobile terminal into a management table by said 
gateway apparatus in response to reception of said setting requests 



checking whether a service request has been issued to a s e rv i c e prov i d e r 
said server with respect to the information service i nd i cat e d by a correspondinq to the 
service identifier i nc l ud e d as a p a rt of s ai d manag e m e nt i nformat i on by said gateway; 
and T 

making a- the service request , if the service request has not been issued, by 
said gateway apparatus to a sp e c i f i c said server i n sa i d I P cor e n e twork as sa i d 
s e rv i c e prov i d e r to start the information service i f a serv i c e r e qu e st has not b ee n 
i ssu e d . 

2. (currently amended)An information providing method according to 
claim 1, wherein said service management node requests said gateway apparatus to 
set s e tt i ng of said management information designating at least an address of said 
mobile terminal and an- the identifier of information service to be provided, and 

said gateway apparatus registers said management information including the 
information designated by said s e tting request and attribute information regarding 
said mobile terminal obtained from other server, into said management table. 

3. (currently amended)An information providing method according to 
claim 1, wherein when a packet including service information is received from said 
sp e c i fic server, said gateway apparatus refers to said management table and 
transfers said received packet to said mobile packet communication network by 
using the address of said mobile terminal registered as a part of the management 
information as a destination. 
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4. (currently amended)An information providing method according to 
claim 1, wherein said gateway apparatus has: a first management table for storing, in 
correspondence with each service identifier, an address of a- said serve r op e rat i ng as 
a prov i d e r of s e rv i c e, a d e st i nat i on a ddr e ss to b e att a ch e d to a s e rv i c e i nform a t i on 
pack e t, and status information indicative of whether a- the service request has been 
issued or not; and a second management table for storing management information 
regarding said mobile terminal i s registered, and 

when a packet including the service information is received from said s peci f ic 
server, said gateway apparatus specifies a service identifier corresponding to said 
received packet with reference to said first management table, searches said second 
management table for a management information record including said service 
identifier to thereby specify an address of a- the mobile terminal to which said 
received packet is to be transferred, and transfers said received packet or a 
duplicate of said received packet to satd- the address of the mobile terminal . 

5. (currently amended)An information providing method according to 
claim 4, wherein a filtering condition is designated in correspondence with a specific 
service identifier in said first management table, and 

when a packet including service information is received from said sp e c i f i c 
server, in the case where a filtering condition is designated in correspondence with a 
the service identifier sp e c i fi e d i n sa i d f i rst managem e nt tab l e , said gateway 
apparatus uses afi- the address of a- the mobile terminal o f w hich m a n a g e m e nt 
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i nformat i on sat i sf ie s sa i d f i lt e r i ng cond i t i on a mong addr e ss e s of mob ile t e rm i n al s 
sp e c i fi e d i n sa i d s e cond manag e m e nt t a b le as a destination of said received packed 
if the management information of the mobile terminal satisfies said filtering condition . 

6. (currently amended)An information providing method according to 
claim 4, wherein said second management table permits registration of a plurality of 
service identifiers with respect to a s i ngl ethe mobile terminal. 

7. (currently amended)An information providing method according to 
claim 3, wherein said gateway apparatus converts a- the destination address of a-the 
packet received from said sp e c i f i c server from a global IP address to a local IP 
address, and transfers the resultant to said mobile packet communication network. 

8. (currently amended)An information providing method on a 
communication network including a server for providing information service, a 
gateway apparatus and a mobile packet communication network accommodating a 
plura li ty of mobile t e rm i na l s terminal and including a service management node for 
managing visit location information of the mobile terminal in the mobile packet 
communication network, via a radio chann el a nd a n I P ( In t er n et P r oto c o l ) cor e 
n e twork to which a s e rv e r for prov i d i ng i nformat i on s e rv i c e i s conn e ct e d, s ai d mob ile 
pack e t commun i c a t i on n e twork and th e I P cor e n e twork b ei ng conn e ct e d v ia a said 
gateway apparatus being communicable with said mobile terminal, said server and 
said service management node , the method comprising the steps of: 
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making a request to set management information from a- said service 
management node for managing a v i s i t l ocat i on of e ach mob ile t e rm i na l i n sa i d 
mob ile p a ck e t commun i cat i on n e twork to said gateway apparatus t o se t 
man ag e m e nt i nform a t i on for prov i d i ng i nform a t i on s e rv i c e to a mob ile t e rm i n al by 
designating a mobile terminal address and an information service identifier at the 
time of registering location of the mobile terminal in said mobile packet 
communication network; and 

registering the management information regarding said mobile terminal into a 
management table by said gateway apparatus having received said s e tt ing request^ 

checking by said gateway apparatus whether a service request has been 
issued to a s e rv i c e prov i d e r said server with respect to information service to be 
provided to said mobile terminal and T 

when the service reguest has not been made, making a- the reguest by said 
gateway apparatus to a sp e c i fic said server a s sa i d s e rv i c e prov i d e r to start the 
information service wh e n a s e rv i c e r e qu e st has not b ee n mad e. 

9. (currently amended)An information providing method according to 
claim 8, wherein when said gateway apparatus registers the management 
information regarding a- the mobile terminal into a management table, location 
information obtained from a location information server for managing geographical 
local information of eaeh- the mobile terminal in said mobile packet communication 
network is registered as a part of the management information into said 
management table, and 
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when a packet designating a delivery area as i nformat i on serv i ce is received 
from said sp e c i f i c server, said gateway apparatus refers to said management table 
to select an address of a terminal to which said received packet is to be delivered 
among a group of mobile terminals of which present location is in said designated 
area, and transfers said received packet to said mobile packet communication 
network by using said address as a destination address. 

10. (currently amended)A gateway apparatus for conn e ct i ng communicable 
with a server for providing information service and a mobile packet communication 
network accommodating a p l ura li ty of mobile t e rm i n al s terminal and including a 
service management node for managing visit location information of the mobile 
terminal in the mobile packet communication network v i a a rad i o chann el , and an I P 
( I nt e rn e t Protoco l ) cor e n e twork to which a s e rv e r for prov i d i ng i nform a t i on s e rvic e i s 
conn e ct e d , comprising: 

means for registering management information regarding said mobile terminal 
into a management table when a setting request of the management information fef 
i nformat i on s e rv i c e to s ai d mob ile t e rm i nal is received from a- said service 
management node for m a nag i ng a v i s i t l oc ation o f t he mobile t erminal i n s ai d mob i l e 
pack e t commun i cat i on n e twork , and if a service request of information service for 
said mobile terminal has not been made to a s e rv i c e prov i d e r said server , requesting 
a sp e c i f i c said server as sa i d s e rv i c e prov i d e r to start the information service; and 

packet transferring means for specifying^ when a packet including service 
information is received from said sp e c i f i c server, an address of a mobile terminal to 
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which information service bv- with said received packet is to be provided, based on 
said management table and transferring said received packet to said mobile packet 
communication network by using the address as a destination address. 

1 1 . (currently amended) A gateway apparatus according to claim 10, 
wherein said packet transferring means includes means for receiving a packet 
including said service information in a multicast packet format from said sp e c i f i c 
server and transferring the packet in a unicast packet format to a- the mobile terminal 
specified by said management table. 

12. (currently amended) A gateway apparatus according to claim 10, 
wherein said packet transferring means includes means for converting a destination 
address of a packet received from said specific server from a global IP address to a 
private IP address, and transferring the resultant packet to said mobile packet 
communication network. 

13. (currently amended) A gateway apparatus according to claim 10, further 
comprising: 

a first management table for storing, in correspondence with a service 
identifier, an address of a- the server a s a prov i d e r of s e rv i c e for providing information 
service , a d e st i nat i on address to b e attached to a serv i c e i nformat i on pack e t, and 
status information indicative of whether a s e rv i c ethe request for the information 
service has been issued or not; and 
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a second management table for storing management information regarding 
said mobile terminal, and 

wherein when a packet including the service information is received from said 
sp e c i f i c server, said r e c ei v e d pack e t transferring means specifies a service identifier 
corresponding to said received packet with reference to said first management table, 
searches said second management table for a management information record 
including said service identifier to thereby specify an address of a mobile terminal to 
which said received packet is to be transferred, and transfers said received packet or 
a duplicate of said received packet to said mobile terminal address. 
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